Product data sheet
Characteristics

4571310

Performa - earthing clamp - electrolytic nickel

coating

an Green

@

Premium™

Main

Range of product

Performa

Product or component type

Quantity per set

Earthing clamp
Set of 10

Complementary

Material Brass (nickel coated)
Product destination Mesh tray
Cable cross section 16...70 mm?
Height 107 mm
Width 85 mm
Depth 24 mm
Height compatibility 105 mm

35 mm

60 mm

70 mm
Width compatibility 300 mm

100 mm

400 mm

60 mm

600 mm

200 mm

150 mm

500 mm
Surface treatment compatibility Electro-zinc

Stainless steel
Hot-dip galvanized
Bi-chromated
Zinc+
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Disclaimer: This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications



Packing Units

Unit Type of Package 1 PCE
Number of Units in Package 1 1
Package 1 Weight 68 g
Package 1 Height 1cm
Package 1 width 1cm
Package 1 Length 1cm
Unit Type of Package 2 BB1
Number of Units in Package 2 10
Package 2 Weight 684 g
Package 2 Height 9cm
Package 2 width 9cm
Package 2 Length 13 cm
Unit Type of Package 3 S02
Number of Units in Package 3 80
Package 3 Weight 6.663 kg
Package 3 Height 15cm
Package 3 width 30 cm
Package 3 Length 40 cm

Offer Sustainability

Sustainable offer status Green Premium product

REACH free of SVHC Yes

EU RoHS Directive Pro-active compliance (Product out of EU RoHS legal scope)
Toxic heavy metal free Yes

Mercury free Yes

RoHS exemption information

China RoHS Regulation
Pro-active China RoHS declaration (out of China RoHS legal scope)

Environmental Disclosure

Contractual warranty
Warranty 18 months



http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=149701372&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=149701372&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=149701372&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1901004EN

