
Product data sheet
Characteristics

NSYDPLM86
Door for NSYPLM86 without locking

Discontinued

Main
Range Thalassa
Accessory / separate part category Enclosure accessory
Product or component type Door
Application Multi-purpose
Mounting location Front
Range compatibility Thalassa PLM
Device composition 1 door
Quantity per set Set of 1

Complementary
Material Door: polyester reinforced with fibreglass
Colour Door: grey (RAL 7032)
Door type Plain
Door opening side Right (180 °)

Left
Maximum load 50 kg/m²
Height 860 mm
Width 660 mm
Depth 50 mm

Packing Units
Package 1 Weight 3.610 kg
Package 1 Height 660.000 mm
Package 1 width 50.000 mm
Package 1 Length 860.000 mm

Offer Sustainability
Sustainable offer status Green Premium product
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REACh free of SVHC Yes
EU RoHS Directive Pro-active compliance (Product out of EU RoHS legal scope)

EU RoHS Declaration
Toxic heavy metal free Yes
Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS declaration

 Pro-active China RoHS declaration (out of China RoHS legal scope)
Environmental Disclosure Product Environmental Profile

Contractual warranty
Warranty 18 months

NSYDPLM86 is replaced by:

Insulating materials enclosures NSYDPLM86G

Door for PLM86 without locking

Qty 1

Reason for Substitution: End of life | Substitution date: 07 January 2016
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=431969851&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=431969851&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=431969851&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP110118EN

