HDCHS8S Modular Contactor

Standard: |IEC 61095

Final Distribution Ay

Control Devices Product Overview

HDCHB8S Modular Contactor provides:
» Switch on or Switch off lighting or other equipments

& Function
@ Control Devices & Time Relay

Order Information

|
Pole Current (A) Contacts Reference 2
2P 16 2NO HDCH8516220 -
2NC HDCH8S516202 @
1NO INC HDCH8S16211 3.
20 2NO HDCH8S20220 c
2NC HDCH8520202 a8
1NO INC HDCH8S20211 3
25 2NO HDCH8S25220
2NC HDCHBS25202
1NO 1NC HDCH8S525211
40 2NO HDCH&S40220
2NC HDCHBS40202
1NO INC HDCHBS40211
63 2NO HDCH8S63220
HDCH8s 428 HDRT8 431 ING HDCHASE2202
Rated Voltage {Ue):250V 400V Rated Voltage (Ue): 230V INO 1NC HOCH8S63211
Rated Insulation Voltage Ui: 500V AC Rated Current (be): SA P 16 3NO HDCH8S516330
Coil Voltage (Us): AC230V 50/60Hz SNC HDCH8S16303
2NO 1NC HDCH8S 16321
1NO 2NC HDCHBS 16312
20 3NO HDCH8S20330
ING HDCHBS20303
2NO 1INC HDCH8S20321
INO 2NC HDCHBS20312
25 aNO HDCH8525330
ING HDCH8S25303
. . . 2NO 1INC HDCH2525321
Surge Protective Device Product Overview s e bl
40 3NO HDCH8S40330
: * 3NC HDCH8S40303
Surge Protection Device . bty
1NO 2NC HDCHES40312
In (kA) Size Poles 63 3NO HDCH8S63330
Type ING HDCH2S63303
20kA A0KA BSKA B0kA 1204A 160KkA 18mm I6mm S4mm 1P 1PeN ya o 3F 3PN apP 2NO 1NC HDCHBSE3321
INO 2NC HDCH8563312
A | o | o | | o | oo | ]| p C T oonasrens
ANC HDCHBS16404
2NO 2NC HDCH&S16422
Maximum continuous vokage Accessories Certificate 3NO 1NC HDCH8S 16431
Type Temperature 20 4NO HDCH8S20440
AC275V  AC385V  AC440V NO Renotesignall CE  JECCB TUV  KEMA SEMKO RoHS 4NC HDCH8520404
2NO 2NC HDCH2S20422
HOY3 4 ‘ 4 i ‘ , I 4 l ‘ | ‘ I ‘ ‘-20‘0 e 3NO INC HDCHBS20431
25 4NO HDCH8S25440
4NC HDCH8S25404
2NO 2NC HDCH2S25422
INO 1NC HDCHB8S25431
40 4NO HDCH8540440
ANC HDCH8S40404
2NO 2NC HDCHBS40422
3NO 1INC HDCH8S40431
63 4NO HDCHBS63440
4NC HDCH8S63404
2NO 2NC HDCHB8S63422
3NO 1NC HDCH8S63431
Spacer for HDCH8s HDCH8sIS

HDCH8S Modular Contactor

Standard: |EC 61095

Technical information

16A 20A 25A 40A 63A

HDCHS8S Modular Contactor

Standard: |[EC 61095

Overall Dimensions

HDCH8S 16-63A

ftem
Parameter
Standard IEC 61095
4 HODCHBS , 16-25A
. Rated Current In(A)  AC-7a 16 20 25 40 63 7
- Conventional Free AirThermal Currentth{A) 25 25 26 63 63 i
- Rated Insulation Voltage Ui(V) 500 &
o
é: Rated Vokage Ue(V) 250 400 %
% Rated Impulse Withstand Voltage Uimp (V) 4V °
= Ambient Temperature -5C~60C
Making and Breaking Capacity (AC-7a) 105le
2P INOQINC, 2NQ, 2NC
Main Contacts 3P 3NQ, 3NC, 2NOINC, INO2NC
4P 2NO2NC, 3NO1INC, 4NO, 4NC
HDCHSS , 40-63A
r
m& 400V 6.5 3 10 1% 25
Operation Frequency times >30000
Operation frequency /Th{AC-7a) 360
Coil Voltage Us{V) AC24V AC220-240V 50/60Hz
IP Grade P20
Hard wire 1.5~2.5 mm’ 2x1.5mm’
Control circuit
Wiring Soft wire 1.5-2.5 mm* 2x2.5mm’
Ability ' J E
(mml} Hafd wire 1.5~6mm 6~25mm
Main circuit
Soft wire 1-4 mm’ 6~16mm’
Installation

In the cabinet or box, one piece of spacer must be installed between each two HDCH8s contactors
in order to improve the heat dissipation in sealed space,



